MD 173 IS ASSUMED TO RUN
IN A NORTH-SOUTH DIRECTION
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VACANT LOT

CONSTRUCTION DETAILS

A. Install handhole.

B. Install 3” PVC (Schedule 80) conduit (trenched) for the installation of the sampling and/or interconnect cables.

C. Install 6' x 6' loop detector encased in !/ flexible tubing for sampling.

E. Install 1" galvanized steel conduit for detector sleeve. NOTE: There is ourrently underground 12-pair interconnect
F. Install 3” PVC (Schedule 80) conduit (bored) for the installation of the interconnect cable. gg*ggggy*ﬂgoég / Riviera Dr and the Firehouse signal
G. Use existing handhole.

H. Use existing 4” PVC conduit for the installation of the sampling and/of interconnect cables.

J. Use existing 4” galvanized steel conduit for the installation of the sampling and/or interconnect cables.

K. Use existing 3” PVC conduit for the installation of the sampling and/or interconnect cables.

L. Use existing pole—mounted cabinet and controller for the installation of the interconnect cables.

M. Use existing 2" PVC conduit for the installation of the sampling and/or interconnect cables.

0. Install 3” PVC (Schedule 80) directional bore electrical conduit for the installation of the interconnect cable.

P. Install electrical manhole for the installation of the interconnect cable.

0. Use existing handhole., remove the concrete slab to install 3” conduit and replace the concrete slab in kind.

T.

Use existing base—-mounted cabinet and controller for the installation of the sampling cables. 12-pair interconnect

cable exists between the firehouse signal at Rugby Rd. and the signal at Bar Harbor Drive, and shall be connected F
by the MSHA Signal Shop. One 4—channel rack mounted amplifier shall be added to the cabinet for the sampling. . ) MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
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